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For more information of data used for 
this non-regulatory map, please consult 
the Baltimore City, MD Coastal Study 
Flood Risk Database & Flood Risk Report.
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Flood depth grids illustrate the severity of flood risk from coastal flooding, 
including the wave action.  The depths reflect the difference between the wave 
crest elevation and the ground (in feet) for the 1-percent-annual-chance (base) 
flood event.  Dark orange colors show the deeper flood conditions; dark blue 
colors show shallower flood conditions.                                       

Depth Grid

The Changes Since Last FIRM (CLSF) dataset captures areas where the 
floodplain and floodway have increased or decreased (horizontally), as well as 
areas where the flood zone designation has changed (e.g., Zone A to Zone AE).  
The CSLF dataset does not depict areas of change in the 1-percent-annual-
chance (base) flood elevation.                                              

Changes Since Last FIRM

Water Surface Grid

The Coastal Surge Influence Area represents the Special Flood Hazard Area (SFHA) 
mapping based on updated coastal surge floodplain modeling.  The "Surge" depth is defined as 
the difference in elevation of the "Storm tide" and "Normal high tide".  Both of these are 
elevations above the Mean Sea Level.                                

Coastal Hazards
Water surface grids illustrate the elevation of flood risk from coastal flooding.  The 
values reflect the elevations for the 1-percent-annual-chance (base) flood event 
including the wave crest elevation. These values are not depths above the 
ground, they are actual elevations (in feet) based on the project vertical 
datum (NAVD).                                                     

Flood Risk Assessment

Estimated potential flood losses have been calculated using Hazus, FEMA's 
standard methodology for risk assessment.  The 1-percent-annual-chance flood 
losses for the coastal areas of Baltimore City are displayed by census block data.  
Hazus analysis and data can support adoption of higher regulatory standards 
for structures in high loss areas.  It can also provide justification to fund 
mitigation actions to protect citizens and properties from losses during 
future coastal flood events.                                                           


